Full range of size and optional
variety of plating inner ring meet
the requirement of different
application.

The integrated die-casting fitting
body design not only makes
appearance look like more
concise, but also upgrades the
heat dissipation.
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Integrated Driver

The integrated driver can be connected in series to
make the product installation and use faster, and
maintenance and replacement more convenient.
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RECESSED DOWNLIGHT
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Color Options

Full range of size 8W, 16W, 25W, 40W and 45W
downlights, with variety of plating inner ring optional
Gun black, Natural alumiunum and Mirror color, meet
the requirement of commercial lighting application.



RECESSED DOWNLIGHT

Deeply Anti- Glare

KETAI 006 www ketailighting.com



RECESSED DOWNLIGHT

Heatsink Dispation
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RECESSED DOWNLIGHT

KT7090 / KT7091 / KT7092
KT7093 / KT7094

Reflector version downlight

TECH. DRAWING

KT7090 / KT7091 /KT7092 / KT7093 / KT7094

LED [OJ 220240V IP20 AGT Bridgelux

w LUM CCT BEAM CRI Dia H CUTOUT
KT7090 8 798 3000K 38° 80 ®86mm 55mm ®70mm
KT7091 16 1376 3000K 24° 80 ®101Tmm 60mm ®85mm
KT7092 25 2062 3000K 24° 80 ®140mm 73mm ®120mm
KT7093 38 2923 3000K 24° 80 ®©180mm 94mm ®©160mm
KT7094 45 4848 3000K 24° 80 ®212mm 110mm ®195mm
OPTIONS
Color ORAL 9016 O RAL 9005
Front Ring Color O Chrome O Aluminum O Gun Black
Beam Angle O 24° O 38° O 60°
CCT O2700K  O3000K O 4000K
CRI 080 090
SOURCE OPTION /
ADAPTOR OPTION /
REFERENCE DRAWING
KT7090 KT7091 KT7092 KT7093 KT7094
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RECESSED DOWNLIGHT

KT7090, 8W, 3000K, CRI 80+

Flux out: 415.8Im

1m | 188.0, 390.7Ix 166.44cm

2m [ 47.00, 97.67Ix

3m [ 20.89, 43.41Ix 499.32cm

332.88cm

4m | 11.75,24.42x 665.76cm

5m [ 7.520, 15.63Ix 832.21cm

6m

7m

8m

om

AVERAGE BEAM ANGLE(50%):37.1 DEG 10m

UNIT:cd === C0/180,37.1° Ic:1247 ===C90/210,37.1° Ic:1251
= C0/240,37.3° Ic:1252 C€90/270,37.1° 1c:1250 Height Eavg, Emax Angle:79.53deg Diamter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

KT7091, 16W, 3000K, CRI 80+

Flux out: 605.0lm

1m | 885.6, 1458Ix 90.32cm

2m | 221.4,364.41x

3m [ 98.40, 162.01x El 270.97cm

180.64cm

4m [ 55.35, 9T.11Ix 361.29cm

5m | 35.42, 58.31Ix 451.61cm

6m

7m

8m

9m

AVERAGE BEAM ANGLE(50%):48.8 DEG
UNIT:cd == (C0/180,48.6° lc:1453 === C90/210,48.7° Ic:1455
= C0/240,48.8° Ic:1453 90/270,49.0° Ic:1453 Height Eavg, Emax Angle:48.61deg Diamter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

10m .856, 14. 903.22cm

KT7092, 25W, 3000K, CRI 80+

Flux out: 942.5Im

-/+180

1m [ 1156, 1967Ix 98.6T7cm

2m | 288.9, 491.8Ix

3m | 128.4,218.6Ix 295.83cm

197.22cm

4m | 72.22,123.0Ix 394.43cm

5m | 46.22, 78.69Ix 493.04cm

6m

7m

8m

om

AVERAGE BEAM ANGLE(50%):52.6 DEG 10m 986.08cm

UNIT:cd == C0/180,52.6° Ic:1960 ===C90/210,52.6° Ic:1959
== C0/240,52.5° Ic:1959 C€90/270,52.7° Ic:1958 Height Eavg, Emax Angle:52.49deg Diamter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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RECESSED DOWNLIGHT

KT7094, 38W, 3000K, CRI 80+

Flux out: 1357Im

-1+180
-150 150

1m | 1815, 29651 94.86cm

2m | 453.8, 741.2Ix 189.73cm

-120 120 3m [ 2017, 3294 /: \ 284.59cm

4m | 113.4,185.3Ix 379.45cm

5m | 72.61, 118.6x 474.32cm

6m

7m

8m

om

AVERAGE BEAM ANGLE(50%):51.0 DEG 10m 948.630m
UNIT:cd === C0/180,51.2° Ic:2944 ===C90/210,50.9° |c:2944
== C0/240,50.9° Ic:2946 C€90/270,50.1° Ic:2944 Height Eavg, Emax Angle:50.75deg Diamter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

KT7095, 45W, 3000K, CRI 80+

Flux out: 344.4Im

-/+180
-150 150

1m | 3526, 55511 32.93cm

2m | 881.5, 1388Ix 65.87cm

-120 120 3m [7397.8, 616.81x El 98.800m

4m [ 220.4, 346.9Ix 131.74cm

5m [ 141.0, 222.0Ix 164.67cm

6m
7m
8m
9m
AVERAGE BEAM ANGLE(50%):19.1 DEG 10m 329.350m
UNIT:cd == (C0/180,18.7° 1c:5591 === C90/210,19.2° Ic:5527
= C0/240,19.3° Ic:5159 €90/270,19.3° 1c:5004 Height Eavg, Emax Angle:18.70deg Diamter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.
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